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COMMON DATA

Rated Power at 50Hz kVA 12,5

Rated Power at 60Hz kVA 15,0

Rated Power Factor 1,0

Nominal Temperature °C 40

Control System self-excited

Execution brushless

Regulation Type Capacitor

Insulation Class H

Protection P21

Maximum Over speed rpm 2250

Overload 110% of rated power for one hour in a cycle of 6 hours
Air Flow Requirement m3/min 4,6 at 50Hz 5,5 at 60Hz
R.F.l. Suppression Standard EN55011

REGULATION DATA

Capacitor Capacitor with Aluminum Technology
Voltage Regulation 5%
| Sustained Short Circuit >250% of rated current
Stator Winding Single layer with auxiliary winding
Rotor Winding with damping cage
Number of Leads of Stator 4
Stator Winding Resistance Q 0,2 at 20°C
Rotor Winding Resistance Q 1,41 at 20°C
THD at full load <5,5%
THD at no load <5,0%

STANDARD

References EN60034-1 1S08528-3 EN55011

UL 1446, Systems of Insulating Materials - General CSA-C22.2 No. 0, Appendix B, General Requirements - Canadian Electrical Code, Part |

CAN/CSA - C22.2 No. 100-14 (R2009) Motors and Generators, UL1004-1 2nd ed. Rotating Electrical Machines - General Requirements, UL1004-4 2nd
ed. Electric Generators
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ELECTRICAL DATA

Frequency 50Hz - 1500rpm 60Hz - 1800rpm
Voltage Series Star \% 115/230 110/220
?f;;ijCF/’Zg)\‘l’ir) in Class H kw 12,5 15,0
Rated Power n Clas ow 10 130
?fstgfc';jgff; Standby kW 13,5 16,0
?fg:fcjg;"% Standby KW 14,0 16,5

4/4 81,5% 81,5%
3/4 82,0% 82,5%
2/4 77,5% 79,0%
1/4 74,2% 75,5%

MECHANICAL DATA

Bearing non drive end 6305-2Z-C3
Bearing drive end (B3/B14 form) 6208-2Z-C3
Weight of in B2 kg 87,1
CIBnNt ot B3/B14 ke 83,0
generator
in B3/B9 kg 80,1
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MOMENT OF INERZIA

B3/B9 kg-m? 0,075
[ B2 kg-m? 0,077
| B3/B14 kg-m? 0,075
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WIRING DIAGRAM

Q ¢ A Main Winding

e — oo -+ B Excitation Winding
, D il The | +Popo G Battery Charger Circuit (optional)
| 11 Lig 1 ’: :_I
: T D Polar wheel
3 ! ja E %
| [ 1 3 2
| L [ o m—)
l & —O 4
1 i i I 1; i“
1 L —O0 3
: ; 0 2 L
: X ‘ ;:g 1 3 B
| [ I
Tt TTTTTTTTTTTTTTTTTTT - TTTTTTC - 1 4

v

2

Linz Electric S.p.A. Viale del Lavoro,30 — 37040 Arcole (VR) Italy Page 4/7 15/09/2021

www.linzelectric.com - info@linzelectric.com — T.+39 0457639201 Document: E1C13M F/4 Rev: 04



LINZ

ELECTRRIC
-

E1C13M F/4

TRANSIENT VOLTAGE VARIATION 50Hz

Transient Voltage Variation @ 50Hz
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TRANSIENT VOLTAGE VARIATION 60Hz
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EFFICIENCY 50Hz

Efficiency Curves @ 50Hz
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EFFICIENCY 60Hz

Efficiency Curves @ 60Hz
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